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15.1
Processors, Parallel Processing
and Virtual Machines

A-Level Computer Science



Hardware and Virtual Machines
Virtual machines

Two kinds of virtual machine

A virtual machine is a software emulation of a whole computer – the software
inside sees a CPU, memory and disks that look real.

system VM
runs a complete OS

a hypervisor
creates and manages VMs

uses: different OSes on one
machine; server consolidation;
sandboxing ; snapshots

process VM
runs one program in

portable bytecode
JVM, CLR, CPython

write once, run anywhere;
runtime safety; JIT

cost: an extra layer



A-Level Computer Science

Exercises 2.1·2.32 Practice
Now apply the methods above.

2.1 State one difference between a RISC and a CISC processor. [1]

2.2 State what pipelining does. [1]

2.3 State what SIMD stands for and give one example of SIMD hardware. [2]

2.4 State what a virtual machine is. [1]

3 Exam-style questions
3.1 Describe two features of a RISC processor that make it well-suited to pipelining.[2]

3.2 Explain how pipelining improves performance, and name one type of hazard that
can stall it. [3]

3.3 State the four categories of Flynn’s taxonomy. [2]

3.4 State one characteristic of a massively parallel computer. [1]
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A-Level Computer Science

Exercises 2.1·2.32 Practice
Now apply the methods above.

2.1 State one difference between a RISC and a CISC processor. [1]

2.2 State what pipelining does. [1]

2.3 State what SIMD stands for and give one example of SIMD hardware. [2]
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Solutions
Each answer shows the steps, then the result.

2.1

• any one: RISC has few simple fixed-length instructions, CISC has many complex
variable-length ones; in RISC only load/store access memory

2.2

• it overlaps the stages of consecutive instructions so more than one is processed at
once (one finishes per cycle when full)

2.3

• Single Instruction, Multiple Data
• example: a GPU / graphics card / CPU vector unit

2.4

• software that behaves like a separate (virtual) computer, running its own operating
system on a host machine

3.1

• any two: fixed-length instructions (each stage takes equal time); simple instructions
(each ~1 cycle); register-to-register operations (only load/store touch memory), so
stages are predictable

3.2

• while one instruction is being executed, the next is being decoded and another
fetched

• so instructions overlap and throughput rises to ~one per cycle
• a data hazard (or control/branch hazard) can stall it

3.3

• SISD, SIMD, MISD, MIMD

3.4

• any one: thousands of processors; each with its own (distributed) memory;
they communicate by message passing; it is MIMD

3.5

• any four: a small set of simple instructions; fixed-length instructions; only load/store
instructions access memory; many general-purpose registers; a hardwired con-
trol unit; designed for pipelining (about one instruction per cycle)
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Solutions
Each answer shows the steps, then the result.
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A-Level Computer Science

Exercises 2.4·3.1

2 Practice
Now apply the methods above.

2.1 State one difference between a RISC and a CISC processor. [1]

2.2 State what pipelining does. [1]

2.3 State what SIMD stands for and give one example of SIMD hardware. [2]

2.4 State what a virtual machine is. [1]

3 Exam-style questions
3.1 Describe two features of a RISC processor that make it well-suited to pipelining.[2]

3.2 Explain how pipelining improves performance, and name one type of hazard that
can stall it. [3]

3.3 State the four categories of Flynn’s taxonomy. [2]

3.4 State one characteristic of a massively parallel computer. [1]
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A-Level Computer Science

Exercises 2.4·3.1

2 Practice
Now apply the methods above.

2.1 State one difference between a RISC and a CISC processor. [1]

2.2 State what pipelining does. [1]

2.3 State what SIMD stands for and give one example of SIMD hardware. [2]

2.4 State what a virtual machine is. [1]

3 Exam-style questions
3.1 Describe two features of a RISC processor that make it well-suited to pipelining.[2]

3.2 Explain how pipelining improves performance, and name one type of hazard that
can stall it. [3]
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Solutions
Each answer shows the steps, then the result.

2.1

• any one: RISC has few simple fixed-length instructions, CISC has many complex
variable-length ones; in RISC only load/store access memory

2.2

• it overlaps the stages of consecutive instructions so more than one is processed at
once (one finishes per cycle when full)

2.3

• Single Instruction, Multiple Data
• example: a GPU / graphics card / CPU vector unit

2.4

• software that behaves like a separate (virtual) computer, running its own operating
system on a host machine

3.1

• any two: fixed-length instructions (each stage takes equal time); simple instructions
(each ~1 cycle); register-to-register operations (only load/store touch memory), so
stages are predictable

3.2

• while one instruction is being executed, the next is being decoded and another
fetched

• so instructions overlap and throughput rises to ~one per cycle
• a data hazard (or control/branch hazard) can stall it

3.3

• SISD, SIMD, MISD, MIMD

3.4

• any one: thousands of processors; each with its own (distributed) memory;
they communicate by message passing; it is MIMD

3.5

• any four: a small set of simple instructions; fixed-length instructions; only load/store
instructions access memory; many general-purpose registers; a hardwired con-
trol unit; designed for pipelining (about one instruction per cycle)
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A-Level Computer Science

Exercises 3.2·3.3

2 Practice
Now apply the methods above.

2.1 State one difference between a RISC and a CISC processor. [1]

2.2 State what pipelining does. [1]

2.3 State what SIMD stands for and give one example of SIMD hardware. [2]

2.4 State what a virtual machine is. [1]

3 Exam-style questions
3.1 Describe two features of a RISC processor that make it well-suited to pipelining.[2]

3.2 Explain how pipelining improves performance, and name one type of hazard that
can stall it. [3]

3.3 State the four categories of Flynn’s taxonomy. [2]

3.4 State one characteristic of a massively parallel computer. [1]
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2.2 State what pipelining does. [1]
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2.4 State what a virtual machine is. [1]
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3.1 Describe two features of a RISC processor that make it well-suited to pipelining.[2]

3.2 Explain how pipelining improves performance, and name one type of hazard that
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3.3 State the four categories of Flynn’s taxonomy. [2]

3.4 State one characteristic of a massively parallel computer. [1]
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A-Level Computer Science

Exercises 3.2·3.3

2 Practice
Now apply the methods above.

2.1 State one difference between a RISC and a CISC processor. [1]

2.2 State what pipelining does. [1]

2.3 State what SIMD stands for and give one example of SIMD hardware. [2]

2.4 State what a virtual machine is. [1]

3 Exam-style questions
3.1 Describe two features of a RISC processor that make it well-suited to pipelining.[2]

3.2 Explain how pipelining improves performance, and name one type of hazard that
can stall it. [3]

3.3 State the four categories of Flynn’s taxonomy. [2]

3.4 State one characteristic of a massively parallel computer. [1]
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Solutions
Each answer shows the steps, then the result.

2.1

• any one: RISC has few simple fixed-length instructions, CISC has many complex
variable-length ones; in RISC only load/store access memory

2.2

• it overlaps the stages of consecutive instructions so more than one is processed at
once (one finishes per cycle when full)

2.3

• Single Instruction, Multiple Data
• example: a GPU / graphics card / CPU vector unit

2.4

• software that behaves like a separate (virtual) computer, running its own operating
system on a host machine

3.1

• any two: fixed-length instructions (each stage takes equal time); simple instructions
(each ~1 cycle); register-to-register operations (only load/store touch memory), so
stages are predictable

3.2

• while one instruction is being executed, the next is being decoded and another
fetched

• so instructions overlap and throughput rises to ~one per cycle
• a data hazard (or control/branch hazard) can stall it

3.3

• SISD, SIMD, MISD, MIMD

3.4

• any one: thousands of processors; each with its own (distributed) memory;
they communicate by message passing; it is MIMD

3.5

• any four: a small set of simple instructions; fixed-length instructions; only load/store
instructions access memory; many general-purpose registers; a hardwired con-
trol unit; designed for pipelining (about one instruction per cycle)
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2 Practice
Now apply the methods above.

2.1 State one difference between a RISC and a CISC processor. [1]

2.2 State what pipelining does. [1]

2.3 State what SIMD stands for and give one example of SIMD hardware. [2]

2.4 State what a virtual machine is. [1]

3 Exam-style questions
3.1 Describe two features of a RISC processor that make it well-suited to pipelining.[2]

3.2 Explain how pipelining improves performance, and name one type of hazard that
can stall it. [3]

3.3 State the four categories of Flynn’s taxonomy. [2]

3.4 State one characteristic of a massively parallel computer. [1]
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Solutions
Each answer shows the steps, then the result.

2.1

• any one: RISC has few simple fixed-length instructions, CISC has many complex
variable-length ones; in RISC only load/store access memory

2.2

• it overlaps the stages of consecutive instructions so more than one is processed at
once (one finishes per cycle when full)

2.3

• Single Instruction, Multiple Data
• example: a GPU / graphics card / CPU vector unit

2.4

• software that behaves like a separate (virtual) computer, running its own operating
system on a host machine

3.1

• any two: fixed-length instructions (each stage takes equal time); simple instructions
(each ~1 cycle); register-to-register operations (only load/store touch memory), so
stages are predictable

3.2

• while one instruction is being executed, the next is being decoded and another
fetched

• so instructions overlap and throughput rises to ~one per cycle
• a data hazard (or control/branch hazard) can stall it

3.3

• SISD, SIMD, MISD, MIMD

3.4

• any one: thousands of processors; each with its own (distributed) memory;
they communicate by message passing; it is MIMD

3.5

• any four: a small set of simple instructions; fixed-length instructions; only load/store
instructions access memory; many general-purpose registers; a hardwired con-
trol unit; designed for pipelining (about one instruction per cycle)
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Exercises 3.4·3.5

2 Practice
Now apply the methods above.

2.1 State one difference between a RISC and a CISC processor. [1]

2.2 State what pipelining does. [1]

2.3 State what SIMD stands for and give one example of SIMD hardware. [2]

2.4 State what a virtual machine is. [1]

3 Exam-style questions
3.1 Describe two features of a RISC processor that make it well-suited to pipelining.[2]

3.2 Explain how pipelining improves performance, and name one type of hazard that
can stall it. [3]

3.3 State the four categories of Flynn’s taxonomy. [2]

3.4 State one characteristic of a massively parallel computer. [1]
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3.5 Identify four features of a RISC processor. [4]
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Exercises 3.4·3.5

2 Practice
Now apply the methods above.

2.1 State one difference between a RISC and a CISC processor. [1]

2.2 State what pipelining does. [1]

2.3 State what SIMD stands for and give one example of SIMD hardware. [2]

2.4 State what a virtual machine is. [1]

3 Exam-style questions
3.1 Describe two features of a RISC processor that make it well-suited to pipelining.[2]

3.2 Explain how pipelining improves performance, and name one type of hazard that
can stall it. [3]

3.3 State the four categories of Flynn’s taxonomy. [2]

3.4 State one characteristic of a massively parallel computer. [1]

A-Level Computer Science • 15.1 Processors, Parallel Processing and Virtual Machines 3

Solutions
Each answer shows the steps, then the result.

2.1

• any one: RISC has few simple fixed-length instructions, CISC has many complex
variable-length ones; in RISC only load/store access memory

2.2

• it overlaps the stages of consecutive instructions so more than one is processed at
once (one finishes per cycle when full)

2.3

• Single Instruction, Multiple Data
• example: a GPU / graphics card / CPU vector unit

2.4

• software that behaves like a separate (virtual) computer, running its own operating
system on a host machine

3.1

• any two: fixed-length instructions (each stage takes equal time); simple instructions
(each ~1 cycle); register-to-register operations (only load/store touch memory), so
stages are predictable

3.2

• while one instruction is being executed, the next is being decoded and another
fetched

• so instructions overlap and throughput rises to ~one per cycle
• a data hazard (or control/branch hazard) can stall it

3.3

• SISD, SIMD, MISD, MIMD

3.4

• any one: thousands of processors; each with its own (distributed) memory;
they communicate by message passing; it is MIMD

3.5

• any four: a small set of simple instructions; fixed-length instructions; only load/store
instructions access memory; many general-purpose registers; a hardwired con-
trol unit; designed for pipelining (about one instruction per cycle)
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3.5 Identify four features of a RISC processor. [4]

A-Level Computer Science • 15.1 Processors, Parallel Processing and Virtual Machines 4

Solutions
Each answer shows the steps, then the result.

2.1

• any one: RISC has few simple fixed-length instructions, CISC has many complex
variable-length ones; in RISC only load/store access memory

2.2

• it overlaps the stages of consecutive instructions so more than one is processed at
once (one finishes per cycle when full)

2.3

• Single Instruction, Multiple Data
• example: a GPU / graphics card / CPU vector unit

2.4

• software that behaves like a separate (virtual) computer, running its own operating
system on a host machine

3.1

• any two: fixed-length instructions (each stage takes equal time); simple instructions
(each ~1 cycle); register-to-register operations (only load/store touch memory), so
stages are predictable

3.2

• while one instruction is being executed, the next is being decoded and another
fetched

• so instructions overlap and throughput rises to ~one per cycle
• a data hazard (or control/branch hazard) can stall it

3.3

• SISD, SIMD, MISD, MIMD

3.4

• any one: thousands of processors; each with its own (distributed) memory;
they communicate by message passing; it is MIMD

3.5

• any four: a small set of simple instructions; fixed-length instructions; only load/store
instructions access memory; many general-purpose registers; a hardwired con-
trol unit; designed for pipelining (about one instruction per cycle)
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