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Objective
Design sustainability and production choices. Original classroom practice for IB HL; not
an official IB paper.

1 Key knowledge and worked examples
What would explain this observation?

• A repairable product may cost more initially but stay in service longer. A design
decision needs evidence across manufacture, use and disposal.

Build the model
• Design for disassembly supports separation of materials and replace-

ment of parts.
• Manufacturing choices depend on production volume, tolerances , material prop-

erties and cost.
• Sustainability includes environmental and social effects.
• design for disassembly: Design supporting separation and replacement of parts.
• tolerance: An allowed dimensional variation.
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Choose evidence that can test it
• Compare a common service over a stated lifetime.
• Separate fixed tooling cost from cost per item.
• Include repair, energy, transport and realistic end-of-life pathways rather than using

a recycled label as the whole judgement.

In the lab: Create a bill of materials and an annotated assembly plan. Test whether
a worn part can be replaced with normal tools. For HL project development, evaluate
production feasibility and commercial assumptions against the applicable cohort guide.

Work from known quantities
• Known: method A costs 600 fixed units plus 4 per item; method B costs 100 fixed

units plus 9 per item.
• Equality: 600+4n = 100+9n.
• Rearranging: 500 = 5n, so n = 100 items.
• Other quality and sustainability criteria may change the choice.

Your turn: Fixed costs differ by 400 units and unit costs differ by 5. Find cost break-
even quantity.

Check the conclusion and its limits
• A cheaper process is not automatically preferable.
• Cost estimates need currency, quantity and assumptions, and prototypes do not prove

mass-production consistency.

Not true: A recycled-content label establishes the entire product life-cycle impact. Re-
cycled content describes one input. The full life-cycle impact also includes manufacturing
energy, transport, use phase and end-of-life; one label cannot establish all of them.

Key:

• Design for disassembly supports separation of materials and replacement of parts.
• Compare a common service over a stated lifetime.
• Watch for: A cheaper process is not automatically preferable.

Write from a break-even of 200 items
• Method A costs 900 fixed units plus 3 per item. Method B costs 300 fixed units plus

6 per item.
• Find the quantity where the costs are equal. Quality and disposal can still change the

choice.

International Baccalaureate ·IB Diploma ·Design Technology ·HL • 3.1 Design sustainability and production choices 2



2 Practice
2.1 Which supports repairability? Choose one answer.

• A Hiding all fasteners without a plan
• B Permanent bonding of every part
• C Accessible replaceable wear parts [1]

2.2 Fixed costs differ by 400 units and unit costs differ by 5. Find cost break-even
quantity. Show the relation, substitution and units. [2]

2.3 Decide whether this claim is true and justify: A recycled-content label establishes
the entire product life-cycle impact. [2]

2.4 Design supporting separation and replacement of parts: write the technical term. [1]
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3 Exam-style questions
3.1 Methods cost A=500+3n and B=100+7n. Find break-even and compare at 50 and
150 items. Why is cost alone insufficient? [4]
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Solutions
2.1 C Repair needs access: replaceable wear parts that can be reached let a product be
fixed instead of discarded. Permanently bonding every part, or hiding fasteners with no
service plan, blocks repair.

2.2 quantity=fixed-cost difference/unit-cost difference=400/5=80items.

2.3 False. Recycled content describes one input. The full life-cycle impact also includes
manufacturing energy, transport, use phase and end-of-life; one label cannot establish all
of them.

2.4 design for disassembly. design for disassembly means Design supporting separation
and replacement of parts.

3.1 Equality at 100. At 50: A650,B450; at 150: A950,B1150. Quality, capacity, waste,
usability and lifecycle evidence may outweigh money cost.
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